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Wood and Wire Compost Bin

This portable bin provides a convenient way to compost yard materials. It fits well in small
spaces and may be used either as a holding bin or as a portable turning unit. To turn the pile,
harvest finished compost or build a new pile, simply undo the latches, pull the sides apart and
move it. When turning the pile, transfer the existing composting materials into the empty bin at
its new location.

Cost: Less than $100 to build using new materials, less if recycled materials are used.

Cagacity: Holds 1 cuyd or 8to 10 30 gal bags of yard materials

Materials:
e 4  12-foot cedar or non-arsenic pressure treated 2x4s
e 12 ft 4" hardware cloth, 36" wide
e 100 1%" galvanized No. 8 wood screws
e 4 3” galvanized butt door hinges s
e 150 poultry wire staples or power stapler ; [[j i
e 1 10 oz. tube exterior wood adhesive — R eSS NS
e 4  large hook and eye gate latches %ﬁg;-ii.. '.F BRI >
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¢ Hand saw and chisel, radial arm saw with dado g&gg%& 4 (
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blade, circular saw or table saw ;ﬁ,;g_-_gg;\_.ggg I ESS
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e Hammer S @ e |/
e Screwdriver Y\ »:_s&' .:‘\\\é X \ Ri i
e Tin snips N N‘ﬁﬁk: B . |
e Caulking gun TN “'%5
e Pencil - S
e Small carpenter's square e
e Eye and ear protection

Construction Details:

Cut each 12 foot 2x4 into four 3 foot long pieces.
Cut a %" deep and 3 2" wide section out of each end for a total of 32 lap cuts.
If using handsaw and chisel, cut %" down at the 3’z inch line at A in
diagram to right. Then cut a deep groove into the end of the board at B in
the diagram. Place a thick wood chisel in the end of grove and split the
wood with a hammer to the 374" cut.

If using a radial alarm saw, circular saw or table saw, set blade depth to
%" and make multiple passes until the whole 3 72" section is removed.

3-1/2"

Make four 3-foot square frames from the lap jointed 2x4s. Put enough
construction adhesive to fill the gaps when the lap joints are screwed
together. Fasten each joint with five screws.
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Cut the hardware cloth with tin snips into four 3-foot square sections. Bend the edges of the
cloth back over 1" for strength. Lay one onto each of the four frames. Center and tack each
corner with a poultry wire staple. Hammer a staple every 4" along all four edges of the
hardware cloth. Try to tension the cloth so it will not sag when filled with compost.

Connect each pair of frames together with two hinges, so the wire is on the inside of the bin, as
shown below.

Then put the hook and eye gate latches on the other ends so that the sections latch together.
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Reproduced by permission of the Seattle Engineering Department's Solid Waste Utility
and the Seattle Tilth Association, Seattle, WA.
Revised 6/2003 by Kathy Powell, SHWEC Adjunct Faculty

For More Information, Contact Your County Extension Agent or SHWEC

SHWEC at http://www].uwex.edu/ces/shwec
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